MSW21p4 ADSL2+ 4 PORT/MODEM/ROUTER
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Chapter 1 Introduction
The device is a well-designed high-speed ADSL2+ router.

Features

A Full rate ADSL router, support Bridge/ Router
A Provides 24Mbps downstream and 1Mbps upstream
AMaximum transmission range: 6.5 Kilometers

Four Ethernet po+MDISMDIX10/ 100 Mbps Auto

Friendly GUI for web configuration

Configurable as a DHCP Server on Your Network
Compatible with all standard I nternet applications

I ndustry mstaropenatleaDSd intarfack i

S i mp dbasedwstatds page displays a snapshot of your configuration, and links to the configuration pages.
Downl oadable flash software upgrades

Support up to 8 Permanent Virtual Circuits (PVC)
Support wup dioos 8 PPPOE ses

Support PVC bundl e

DSL standard supports
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I TU G.992.1 (G.dmt) Annex A
ANSI T1.413 1 ssue 2

I TU G.992.2 (G.lite)

I TU G.992.3 ADSL2(G. dmt)

I TU G.992.4 ADSL2 (G. hs)

I TU G.992.5 ADSL2+

Encapsulation supports
ARFC 1483 bridge/Router

A Classical 1P o
A PPP over ATM (
APPP over Ethernet (RFC 2516)

ATM (RFC 1577)
236

System requirements
Recommended system requirements are:
Pentium 233MHZ or above
A Memory: 64MB or above
A 10 M -TEEtherret or above
A Win9gX, Win2000, Wi nXP, Wi nMe, Wi nNT
A Ethernet Network Card
Please collect the following information from your ADSL service provider. This information will be very helpful for your
ADSL configuration. To keep a record for reference, you can fill in the column as follow:

LED status description

INDICATOR STATUS Description
Power Off No power

ON Power supplied

ON Ethernet connection is OK
Ethernet(1/2/3/4)

Blink Ethernet data transferring
Link Quick Blink DSL line is training

ON DSL line is connected
Data Blink DSL data transferring




Rear panel layout
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Interface Description

SWITCH Power on/off switch

POWER Plug in for power adaptor

RESET Modem Reset button
Switch off t hluttonp
and switch on 7s to reset the
hardware. The modem will auto
restart. This action will recover the
modembés default c

Ethernet(1/2/3/4) LAN interface for connecting to
computer or Switch

LINE ADSL connector for connecting to
ADSL telephone line

Chapter 2 Hardware Installation

Please connect the device to you computer as follow:

A I'f connecting to the splitter, connect the fLine
A Use the other tel eMpChDoEnMO cpaobrite otfo tchoen nsepclti tfit er and
port of the splitter can be use to connect the telephone by a telephone cable.
Use Ethernet cable to connect fAEtherneto port of
v'/' \\\
!/' t-un . L . 4 —_— ."=?
| o \
| L — )’ |
|_=_ C——T Ca——— __=‘_j
Line Reset LAN Power Switch
hone ‘
_‘J ‘—ll_-
If do not need to connect to the splitter,
A Connect the modem to wall jack with a telephone
A Use Ethernet cabl e t oemaemaadnetworkBdapta of yoarcanpyenp rt o f
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Chapter3 Modem Parameters Setting

Configuring computer network card IP address
Configure your networ k Olgaindhd I® adieds/adtdmatically to ebtain andPsaddress

from modem, or set the computerods | P with the same network m
192.168.1.1/255.255.255.0,
Then you can set computerds | P to:

192.168.1.x/255.255.255.0.
The range for x is from 3 to 253)

Web setting interface

Open IE or Netscape Web browser, Input http://192.168.1.1(MODEM default IP address) in the address column,
then click <ENTER> button, access the following setting interface:

Input user name and password, then click Login key to enter WEB setting interface.

Default setting:

IP Address: 192.168.2.1

Subnet Mask: 255.255.255.0

Username/Password: admin/admin

Main interface
After type right user name and password, the following window will display:

BROADCOM.

Device Info

Board ID:
Device Info
Advanced Setup SR 2pB0171d15h_m
Diagnostics }Buntluader (CFE) Version: |1.0.37-5.16
Management

This information reflects the current status of your DSL connection.

|Line Rate - Upstream (Kbps):  [640

Line Rate - Downstream {Kbps): | 5856

LAN IP Address: 192.168.1.1

Default Gateway:

Primary DNS Server:

%Secondary DNS Server:

7200 poration. All rig 3

Here provide the most common RFC1483 Bridge and PPP over Ethernet (RFC2516) setting for reference. If you want
to know more about other protocol, please contact your ADSL service provider for details.

WAN information displays the configuration of WAN port including PVC and protocols.



VAN tnfo

W01/ VL | Con. 10 | Category | Service |Interface |Protocol | igep | GoS | State Status 1P Arkiress

Device Info

Summary
WAN
Statistics
Houte
ARD

Advanced Setup

Diagnostics

Management

T
Statistic information including three parts: LAN information, ATM information and ADSL information, displays the
information of each part separately.

Statistics = LAN

Interfsce Received Transaitted

Device Info

Eytes Pty [Errs Orops Bytes [Pkts (s Drops
Sunmimary

wan

Ethermet

Slatimtics us8

LAN

wan Reset Statnite
ATM =

ADSL [
Route N
ARP

Advanced Setup
Diagnostics

Management

L ihmteCeswse Ao ]

Device information menu also includes route information and ARP information.

Through device information menu, you can know current configuration about modem, if they are different from the
requirement of local ISP, you should reconfigure the configuration.

Advanced configuration
Through Advanced Configuration, you can do some complex configurations, click Advanced Configuration menu:
WAN configuration: It can add, delete or edit PVC and relative protocols. You can set 8 PVC maximum.

Wide Area Network (WAN) Setup

Device Info
Advanced Setup
WAN VPI/VC1 [ Con. ID | Category | Service |Interfoece |Protocol | Igep | OoS State |Remove | [dit
Security
Routing r J
osL
port Mapping : i r |EE
Diagnostics 7 - ;]
Managenent
r ==
r |
-

____________ ____________ 0ibmsecwmte A ]
LAN configuration: it can set LAN IP and Sub Mask to the modem



Local Area Network (LAN) Setup

Device Info

Advanced Setup

waN PAase 19216811

e b Emme |
Security

Routing

[

Port Mapping

Diagnostics

Managenent

DSL configuration: it can choose ADSL modulation mode.

Device Info

Advanced Setup
wAN
AR
Security
Routing
[
Port Mapping
Diagnostics

YW Qs

Managenent

o/app

Security: MAC filtering: MAC Filtering is only effective on ATM PVCs configured in Bridge mode. FORWARDED
means that all MAC layer frames will be FORWARDED except those matching with any of the specified rules in the
following table. BLOCKED means that all MAC layer frames will be BLOCKED except those matching with any of the
specified rules in the following table.

FORWARDED

Device Info

wan
LA

Advanced Setup Chango Polis

MAC Filt 4. FIRWARDED 11 3
TORWARDED - 1 Lk, BLOCKED

Security
L BLOCKED

MAC Hitering
Parental Control
Houting
oSt VPI/VET | Protocol | Destination MAC | Source MAT | Feame Direction | Remave
Part Mapping

Diagnostics _)\J Roinav

Management

L Xoibmsecwatediwiens ]
Port mapping:

1. Click Advanced Setup and select Port Mapping after login.

2. Click the blank to enable virtual ports.



Port Magping ~ A medmu 16 entries. can be configured

Device info

Advanced Setup
iy
: P Enable vetua
Security
Routing
st Grow -y tarfaces Remave | Fdit
Name
Port Mopping
Diagrostics
Management

I T
3. Click Add to enter the configure interface. Enter a group name and select a port and PVC which you want to be
mapped with this port.

Port Mapping Configuration

Device tnfo 1
Advanced Setup T
wAN
LAN

Security Note that the sclected interfaces will be removed from thelr existing groups and added to the new group.

Routing Ee

DsL
Port Mapping
Grouped Interlaces Avallable Interfaces

Diagnastics

Management

4. Click Save/Apply, the configuration is finished.

Port Mopglng — A madmum 16 entries can be configured

Device info

Advanced Setup
WAN
e P Ensble vetusl
Security
Routing
(L8
Port Mapping
Diagnastics

Group Nome | Interfoces Homove | Edit

=

Management

;‘ Remove

Advanced configuration menu includes route configuration when WAN configuration does not have bridge mode.
Advanced Configuration menu also includes NAT configuration, Firewall, DNS server.

System management

Settings: You can save, upgrade or restore default setting in this section.

Backup: You may save your router configuration to a file on your PC, and use this configuration in future if you need
re-setup your Microsoft system.



Settings - Backup

Device info
Advanced Setup

Diagnostics
Management
Settings
Backup
Update
Hestore Default
System Log
Accoss Control
Update Software
Save/Reboot

. Zwibentewamnmiiguesee |
Update: You may update your router settings using your saved files.

Device Info
tiges ke N #A ..

Advanced Setup

>y

Diagnostics
Management
Settings

Backup

upe

Hestore Default
System Log
Accuss Control
Update Software
Save/Reboot

Restore default: It can restore DSL settings to the factory defaults.

Restore Default Settings

Device info
Advanced Setup

Diagnostics
Management
Settings
Backup
Update

System Log
Access Control
Update Software
Save/Reboot

System log: It allows you to view the System Log and configure the System Log options.



Device info

Advanced Setup

Diagnostics

Management
Settings

muE'u-urul

Update Software
Save/Reboot

Access control: It can set some rules to control users to access the modem. You can choose access method:

Access Control — Services

Device info

Advanced Setup

Diagnostics

Management Servicos |LAN
Sattingé P Tnabk
System Log

A:u.nuflrul P e
10 Addresses ooy =
Passwrords

Update Software

Save/Reboot

. mwibentewamnmiigeese |
You can set special IP to access to the modem.

You can also change the access account name and passwords.



